








 

 

DEL MAR FAIRGROUNDS MASTER PLAN 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

PROJECT IMPACTS COMPARED TO NEAR-TERM BASELINE FAIR EVENT 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Highway 101 between Lomas Santa Fe and Dahlia Drive 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 23380    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.07 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     65.2        132.9        282.5        606.7     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between Jimmy Durante Boulevard and 15th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 26210    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.69 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         75.1        158.1        338.8     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between 15th Street and 11th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 36920    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.18 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         93.4        198.2        425.6     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Stevens Avenue between Lomas Santa Fe and Via de la Valle 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16020    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.59 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         85.5        181.0        388.4     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Camino Del Mar and Jimmy Durante Boulevard 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 26180    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  71.06 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     65.8        141.3        304.1        655.0     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Jimmy Durante Boulevard and I-5 Southbound Ramps 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 51790    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.52 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
    105.8        223.3        478.9       1030.5     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Fair -07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Via de la Valle between San Andres Drive and El Camino Real 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Fair  
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 28590    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  70.18 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     57.5        123.3        265.4        571.5     
 
______________________________________________________________________ 
 





 

 

DEL MAR FAIRGROUNDS MASTER PLAN 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

NEAR-TERM BASELINE RACE EVENT  
 



 
                             TABLE Near-Term Baseline Race-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Highway 101 between Lomas Santa Fe and Dahlia Drive 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21560    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.72 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     62.3        126.1        267.7        574.9     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between Jimmy Durante Boulevard and 15th Street 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 23390    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.20 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         70.0        146.7        314.2     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between 15th Street and 11th Street 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 26420    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.73 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         75.5        158.9        340.6     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Stevens Avenue between Lomas Santa Fe and Via de la Valle 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 12710    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.58 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         73.9        155.4        333.0     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Camino Del Mar and Jimmy Durante Boulevard 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21690    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  70.25 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     58.1        124.7        268.3        577.8     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Jimmy Durante Boulevard and I-5 Southbound Ramps 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 49780    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.35 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
    103.2        217.6        466.4       1003.6     
 
______________________________________________________________________ 
 



 
                             TABLE Near-Term Baseline Race-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Via de la Valle between San Andres Drive and El Camino Real 
NOTES: Del Mar Fairgrounds Master Plan - Near-Term Baseline Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 24960    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.59 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     52.6        112.7        242.4        522.0     
 
______________________________________________________________________ 
 





 

 

DEL MAR FAIRGROUNDS MASTER PLAN 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

PROJECT IMPACTS COMPARED TO NEAR-TERM BASELINE RACE EVENT 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Highway 101 between Lomas Santa Fe and Dahlia Drive 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22180    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.84 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     63.3        128.4        272.8        585.8     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between Jimmy Durante Boulevard and 15th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 24310    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.37 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         71.7        150.5        322.3     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between 15th Street and 11th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 27220    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.86 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         76.9        162.1        347.5     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Stevens Avenue between Lomas Santa Fe and Via de la Valle 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 13520    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.85 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         76.8        161.9        347.0     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Camino Del Mar and Jimmy Durante Boulevard 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22430    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  70.39 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.4        127.5        274.4        590.9     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Jimmy Durante Boulevard and I-5 Southbound Ramps 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 53110    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.63 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
    107.5        227.1        487.0       1047.9     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Impact Compared to Near-Term Baseline Race-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Via de la Valle between San Andres Drive and El Camino Real 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Impact Compared to Near-Term Baseline  
Race 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25290    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.64 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     53.0        113.7        244.5        526.6     
 
______________________________________________________________________ 
 





 

 

  DEL MAR FAIRGROUNDS MASTER PLAN 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

LONG-TERM BASELINE 



 
                             TABLE Long-Term Baseline Off-Season-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Highway 101 between Lomas Santa Fe and Dahlia Drive 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 44200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  71.83 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     95.8        201.2        431.0        927.2     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between Jimmy Durante Boulevard and 15th Street 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 39800    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.51 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         98.0        208.3        447.4     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between 15th Street and 11th Street 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 44500    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.99 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0        105.3        224.3        481.9     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Stevens Avenue between Lomas Santa Fe and Via de la Valle 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 15600    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.47 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         84.1        177.9        381.6     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Camino Del Mar and Jimmy Durante Boulevard 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 31800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  71.91 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     74.8        160.8        346.2        745.7     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Jimmy Durante Boulevard and I-5 Southbound Ramps 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 51800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.52 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
    105.8        223.4        478.9       1030.6     
 
______________________________________________________________________ 
 



 
                             TABLE Long-Term Baseline Off-Season-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Via de la Valle between San Andres Drive and El Camino Real 
NOTES: Del Mar Fairgrounds Master Plan - Long-Term Baseline Off-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 26700    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.88 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     55.0        117.8        253.5        546.0     
 
______________________________________________________________________ 
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                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Highway 101 between Lomas Santa Fe and Dahlia Drive 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 44910    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  71.90 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     96.8        203.3        435.6        937.1     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between Jimmy Durante Boulevard and 15th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 40890    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.63 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         99.7        212.1        455.5     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Camino Del Mar between 15th Street and 11th Street 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 45410    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.08 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0        106.7        227.3        488.4     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Stevens Avenue between Lomas Santa Fe and Via de la Valle 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16580    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.73 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         87.4        185.2        397.4     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Camino Del Mar and Jimmy Durante Boulevard 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 32670    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.03 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     76.2        163.7        352.5        759.2     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT:  
Via de la Valle between Jimmy Durante Boulevard and I-5 Southbound Ramps 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 55930    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  72.86 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
    111.1        234.9        504.0       1084.6     
 
______________________________________________________________________ 
 



 
                             TABLE  
Project Contribution to Cumulative Impacts Off-Season-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 03/31/2009 
ROADWAY SEGMENT: Via de la Valle between San Andres Drive and El Camino Real 
NOTES:  
Del Mar Fairgrounds Master Plan - Project Contribution to Cumulative Impacts Off 
-Season 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 27130    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  69.95 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     55.5        119.1        256.3        551.9     
 
______________________________________________________________________ 
 
 






